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code produced by a compiler and higher level program code
that is executed using an interpreter.

[0088] For example, when a hardware device is a com-
puter processing device (e.g., a processor, Central Process-
ing Unit (CPU), a controller, an arithmetic logic unit (ALU),
a digital signal processor, a microcomputer, a microproces-
sor, etc.), the computer processing device may be configured
to carry out program code by performing arithmetical,
logical, and input/output operations, according to the pro-
gram code. Once the program code is loaded into a computer
processing device, the computer processing device may be
programmed to perform the program code, thereby trans-
forming the computer processing device into a special
purpose computer processing device. In a more specific
example, when the program code is loaded into a processor,
the processor becomes programmed to perform the program
code and operations corresponding thereto, thereby trans-
forming the processor into a special purpose processor.
[0089] Software and/or data may be embodied perma-
nently or temporarily in any type of machine, component,
physical or virtual equipment, or computer storage medium
or device, capable of providing instructions or data to, or
being interpreted by, a hardware device. The software also
may be distributed over network coupled computer systems
so that the software is stored and executed in a distributed
fashion. In particular, for example, software and data may be
stored by one or more computer readable recording medi-
ums, including the tangible or non-transitory computer-
readable storage media discussed herein.

[0090] According to one or more example embodiments,
computer processing devices may be described as including
various functional units that perform various operations
and/or functions to increase the clarity of the description.
However, computer processing devices are not intended to
be limited to these functional units. For example, in one or
more example embodiments, the various operations and/or
functions of the functional units may be performed by other
ones of the functional units. Further, the computer process-
ing devices may perform the operations and/or functions of
the various functional units without sub-dividing the opera-
tions and/or functions of the computer processing units into
these various functional units.

[0091] Units and/or devices according to one or more
example embodiments may also include one or more storage
devices. The one or more storage devices may be tangible or
non-transitory computer-readable storage media, such as
random access memory (RAM), read only memory (ROM),
a permanent mass storage device (such as a disk drive), solid
state (e.g., NAND flash) device, and/or any other like data
storage mechanism capable of storing and recording data.
The one or more storage devices may be configured to store
computer programs, program code, instructions, or some
combination thereof, for one or more operating systems
and/or for implementing the example embodiments
described herein. The computer programs, program code,
instructions, or some combination thereof, may also be
loaded from a separate computer readable storage medium
into the one or more storage devices and/or one or more
computer processing devices using a drive mechanism. Such
separate computer readable storage medium may include a
Universal Serial Bus (USB) flash drive, a memory stick, a
Blu-ray/DVD/CD-ROM drive, a memory card, and/or other
like computer readable storage media. The computer pro-
grams, program code, instructions, or some combination
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thereof, may be loaded into the one or more storage devices
and/or the one or more computer processing devices from a
remote data storage device via a network interface, rather
than via a local computer readable storage medium. Addi-
tionally, the computer programs, program code, instructions,
or some combination thereof, may be loaded into the one or
more storage devices and/or the one or more processors
from a remote computing system that is configured to
transfer and/or distribute the computer programs, program
code, instructions, or some combination thereof, over a
network. The remote computing system may transfer and/or
distribute the computer programs, program code, instruc-
tions, or some combination thereof, via a wired interface, an
air interface, and/or any other like medium.

[0092] The one or more hardware devices, the one or more
storage devices, and/or the computer programs, program
code, instructions, or some combination thereof, may be
specially designed and constructed for the purposes of the
example embodiments, or they may be known devices that
are altered and/or modified for the purposes of example
embodiments.

[0093] A hardware device, such as a computer processing
device, may run an operating system (OS) and one or more
software applications that run on the OS. The computer
processing device also may access, store, manipulate, pro-
cess, and create data in response to execution of the soft-
ware. For simplicity, one or more example embodiments
may be exemplified as one computer processing device;
however, one skilled in the art will appreciate that a hard-
ware device may include multiple processing elements and
multiple types of processing clements. For example, a
hardware device may include multiple processors or a
processor and a controller. In addition, other processing
configurations are possible, such as parallel processors.

[0094] It should be understood that example embodiments
described herein should be considered in a descriptive sense
only and not for purposes of limitation. Descriptions of
features or aspects within each device or method according
to example embodiments should typically be considered as
available for other similar features or aspects in other
devices or methods according to example embodiments.
While some example embodiments have been particularly
shown and described, it will be understood by one of
ordinary skill in the art that variations in form and detail may
be made therein without departing from the spirit and scope
of the claims.

What is claimed is:
1. A substrate treatment apparatus, comprising:

a process chamber;

a gas supply assembly configured to supply a first gas and
a second gas into the process chamber such that,

the first gas is supplied into the process chamber at a
uniform first flow rate, and

the second gas is supplied into the process chamber at
a second flow rate, the second flow rate varying
according to a first pulse wave, the first pulse wave
having a particular time period;

a gas exhaust assembly configured to exhaust the first and
second gases from the process chamber, the gas exhaust
assembly including,



